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Section YIXI-Sazardous Ingredinta
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Ingredierts: Pertland cements are listed by OSHA 'in 29 CFR 1%10,1000,
Table Z-1-A, and require materisl safety dste sheets (FR, January 19,
1989). MSHA (30 CPR 55.5.-1, Ref. 2, ACGIH TLV's for 1973, Appendix E)
and ACGIH (TLV's for 1984-5, Appendix D) list portlend cements as
nuicénce dusts. Portland cements sre NOT listed by NTP, IARC, OR OSHa
g5 carcinogens. However, since portlend cement is manufactured from raw
materisls rined from the eerth (linmestone, marl, send, shele, clay,
etc.) and procesc hest i providad by burming foesil fuele, trace, but
detectsble, zmounts of neturelly occurring, 2and possibly hammful,
elements ma2y be found during chemical enelysis. Under ASTH standards,
pertlend cemenr cway contain .75 percent insoluble residue. A fractiem
of these residues may be free crystalline silica.
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Boiling Poimt: Not appliceble, portlend cenment is 8 powdsred solid.

Vapor Pressure: Not applicuble, partland cement is a powdered solid.

Vepor Depsity: Not applicable, porrland cemént is a pewdered solid.

Solebiliry in Water: Slight (0.1-1.0%)

| Spesific Gravity: (8,0=1) 3,15

j'Bvapcrxtiou Rste: Not spplicsble, pertland cement {s a powdered solid. o f}f
Ap?éarance and Odor: Grey eor white pogdar; no ‘odor.

. Melting Pzai{nt: Not spplicable. E .:'

- —

Section V-Fire end Ryplosion Eszard Date
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Plagh Poict: Portland cements are nonceombusetible and nor explosive.
- Flezmeble or Explesive Limita: Mot applicable.

Extinguishing Media: Not applicable.

Specipl Yirefighting Procedures: Net applicadle.

Onznamal Fire and BExplosion Hazerds: None.

Lowsr Yxplosive Lizit: Not applicsbie.
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